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INTRODUCTION

The SMART SR 1Pius SR ADAPTOR is an accessory signal processing unit designed to add Dolby
type SR noise reduction capability to most of the popular stereo processors currently in use.
Supported processors include the SMART MOD II and MOD I1I, the Dolby CP50, CP55, and
CP200, and the ULTRA*STEREOQO JS Series.

The unitis a 1 3/4" mainframe designed to hold two Dolby Cat. # 280 or 280T cards. These cards
are NOT supplied by SMART, but they can be ordered through your theatre equipment supplier.

The SR cards plug in from the front and are easily removed for relocation to another SR 1Plus
should an SR print need to be moved to another screen. In this way, multiple SR1P/us mainframes
can be installed at a reasonable cost, and one or two sets of SR cards can be purchased to allow
the most efficient use of SR prints in your multiplex.

The unit has its own power supply and therefore will not be a burden on the power supplies of other
equipment. The power supply is an external wall type transformer which delivers about 18 Volts
AC to the power input terminals. The power pack is UL approved and should have no problems
being accepted at any installation.

The unit has left and right preamp inputs, left and right auxiliary inputs, left and right outputs, and
an SR Enable input. The SR1Plus has built-in signal path switching to accomodate the needs of
the various processors. In normal operation, SR selectionis just as easy as selecting any other mode
of operation, and in many cases, it can be tied in to the booth automation system for completely
automatic operation.

Anudio specifications are strictly dependent on the SR cards themselves. The SR1Plus is a signal
routing and control device for the SR cards, and it has virtually no effect on the audio quality of
the system. The SR cards themselves provide the increased dynamic range, lower noise, and lower
distortion capabilities for the soundtrack. The external power pack also keeps noise-causing
electromagnetic fields away from the audio circuitry.

There are some preliminary things which must be done to certain processors in order to prepare
them for interfacing to the SR 1Plus. Please check the chapter on connections to your particular
processor for any special requirements and modifications which must be made.

OPERATION

Once the SR1Plusis installed and calibrated, operation becomes virtually automatic. Simply select
the proper format on the processor, and the SR1Plus logic sets up the proper signal paths for the
format you have chosen. The only exception is the Ultra*Stereo processor where the SR format
must be manually selected by a switch which has been installed by the engineer. There may be
special exceptions to this which will be explained by the engineer at the time of installation.

The SR1P/us front panel has two LED indicator lights to keep the operator informed of the status
of the system. The POWER LED is on whenever the SR 1P/us is turned on. Please note that there
is no power switch on the front panel. The SR1P/us is turned on and off by the main sound system
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